
PRODUCTION IDENTIFICATION: 

Name: Duraflow Drainage Composite 

Components: High Density Polyethylene Extruded mesh and Non-woven needle punched 

Polypropylene fabric 

DOT Proper Shipping Name: Not a regulated material. 

HAZARDOUS INGREDIENTS: 

This product does not meet the definition given in 29 CRF Part 1910.1200 (OSHA). 

OCCUPATIONAL CONTROL PROCEDURES: 

Eye Protection: As required by site-specific conditions. Generally not needed. 

Skin Protection: None required. 

Respiratory Protection: Not generally required. Unless needed to prevent respiratory irritation. 

EFFECTS OF OVEREXPOSURE: 

Eyes: Dust may cause irritation 

Skin: No known effect 

Inhalation: Dust may cause irritation 

Ingestion: No significant health hazards identified. 

Existing health conditions affected by exposure: No known effects. 

EMERGENCY & FIRST AID PROCEDURES: 

Eyes: Flush with water. Seek medical attention if necessary. 

Skin: Rinse with water. Seek medical attention if necessary. 

Inhalation: Remove from exposure. Seek medical attention if necessary. 

Inhalation: Remove from exposure. Do not induce vomiting. Seek medical attention if necessary. 

FIRE PROTECTION: 

Flash Point (Method): Greater than 400 degrees (COC, ASTM D92). 

Fire Extinguishing Media: Dry chemical, foam, carbon dioxide. 

Special Fire Fighting Procedures: For large fires in confined area, use N10SH/MSHA approved, 

self-containing breathing apparatus. Use water fog or spray to cool exposed equipment & 

containers. 



REACTIVITY DATA: 

Stability: This product is stable. 

Incompatibility: None identified. 

Hazardous Decomposition Products: Will not occur. 

Hazardous Polymerization: Will not occur. 

PHYSICAL DATA: 

Physical State: This material is solid. 

Odor: Negligible 

Color: This material is generally black in color. 

Boiling Point: Not applicable. 

SPILL, LEAK & DISPOSAL INFORMATION: 

Spill or Leak Procedures: Solid material, normal clean-up procedure. 

Waste Disposal: Ensure conformity with all applicable disposal regulations. This product does not 

meet the definition of hazardous waste material. 

STORAGE: 

The material should be kept in its original packaging. In the event of damage to the packaging 

during shipment, repairs should be made to ensure protection against UV and weather. Care 

should be used during the off loading to ensure that the machinery used does not penetrate 

packaging. Rolls should not be stored in standing water. For storage longer than 30 days, rolls 

should be elevated off the ground with tires, pallets or 2 x 4's to prevent water from saturating 

the bottom row. Care must be taken to prevent exposure of the product to excessive dust.

DISCLAIMER:  All information provided in this publication is correct to the best knowledge of the company and is given out in good faith.  The 
information presented herein is intended only as a general guide to the use of such products and no liability is accepted by Cirtex Industries Ltd for 
any loss or damage however arising, which results either directly or indirectly from the use of such information. Cirtex Industries Ltd have a policy of 
continuous development so information and product specifications may change without notice. 




